
Furlex 104S-404S (Standard) 
The 4th generation of an icon

The fourth generation of Furlex is an uncom-
promising evolution of the world’s best selling 
jib furling and reefing system. Proven design 
blended with innovation is our way to maintain 
the iconic heritage of Furlex. 

#BMM�CFBSJOHT�BOE�CBMM�CFBSJOH�
races made from marine grade 
stainless steel. Seldén’s patented 
MPBE�EJTUSJCVUPS�GPS�'VSMFY����4�
and 304S makes for low furling 
resistance and durability. This 
concept was launched in 1983 and 
it still performs flawlessly today. 

The twin-groove luff extrusion 
and the split drum allow the 
racing sailor to convert the Furlex 
for racing. The cruising sailor can 
use the extrusion for ‘wing on 
wing’ downwind sailing with two 
genoas poled out to either side.  

NEW Two sets of stainless ball 
bearings and one additional set of 
roller bearings for low friction and 
low lateral deflection.  

The sail feeder is marine grade 
stainless steel. It is well rounded 
and kind to the sail. 

The Seldén load  
distributor prevents...  

 
....point loading!

The halyard swivel for Furlex 104S 
and 404S features stainless ball 
bearings. The load is centered by 
the attachment of the Dyneema® 
lashing.   

Tack swivel with a ’free-turn’ and a 
uniform cross section of the luff 
extrusion make for a perfectly 
furled sail and effective perfor-
mance even when reefed. It also 
reduces the effort needed to furl 
that first turn. 

NEW The tack ring has a smaller 
diameter compared to previous 
models and the shackle is also 
smaller. This combination reduces 
the initial furling resistance.

NEW Greater utilisation of modern 
composite material means 8% 
overall weight reduction which 
improves the sailing performance.
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NEW The Furlex Aero Groove system reduces drag and 
creates improved flow over the luff extrusion and conse-
quently, the sail. 

Stud terminal  
for swaging

Top guard/ 
bearing

Sta-lok terminal 
& rigging screw

Full length distance 
tube

Standard Sta-lok  
terminal  

Lower bearing  
plug

Similar to previous Furlex models, the standard kit 
requires that the wire is cut to length and fixed with a 
‘Sta-lok’ mechanical wire locking system. A completely 
integrated rigging screw is offered as an option. It allows 
for adjustment of the forestay length without altering the 
height of the tack attachment. 

NEW To simplify the final assembly at the dock, Furlex 
can now also be ordered with the forestay wire pre-cut 
UP�B�TQFDJGJD�MFOHUI��#PUI�FOET�PG�UIF�XJSF�BSF�GJUUFE�XJUI�
swaged terminals and the lower stud terminal can pass 
through the extrusions. This method of assembly does 
not include the option of an integrated rigging screw. 

Furlex, as in previous generations, comes as a com-
plete kit including all parts needed for reliable and 
convenient furling of the foresail. It even includes a new 
forestay wire, furling line, stanchion lead blocks, a 
halyard lead and a prefeeder. A simple purchase. 

NEW If you already have a jib furler on your boat and do 
not need another set of stanchion blocks, halyard lead, 
QSFGFFEFS�BOE�5PSY�CJUT�ZPV�DBO�PSEFS�B�#BTJD�LJU�JO�
which these parts are excluded. 

NEW�5IF�MVGG�FYUSVTJPO�DPOTJTUT�PG������NN�TFDUJPOT� 
connected with an aluminium joining sleeve and a 
stainless steel connecting plate. The joining sleeve 
transmits the torque within the extrusions, and the 
connecting plates keep the sections together with a 
slight gap between them. This way chafe is avoided on 
both the extrusions and the sail. 

The forestay wire is centred and insulated the full length of the extrusion enabling the extrusion to rotate evenly 
around the wire. The furling resistance is reduced and chafe between the wire and the extrusion is eliminated.  
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Choose the right Furlex

Complete kit.

Furlex  Forestay  
dia.  

Ø mm

Max.  
forestay  
length,  

mm

Complete kit including...

Standard Sta-lok 
terminal   
Art. No. 

Sta-lok terminal
& rigging screw 

Art. No. 

Stud terminal 
for swaging 

Art. No. 

104S 4 8100 ���������� ���������� ����������

10500 ���������� ���������� ����������

5 8100 ���������� ���������� ����������

10500 ���������� ���������� ����������

����� ���������� ���������� ����������

� 10500 ���������� ���������� ����������

����� ���������� ���������� ����������

���4 � 10550 ���������� ���������� ����������

����� ���������� ���������� ����������

15350 ���������� ���������� ����������

� ����� ���������� ���������� ����������

15350 ���������� ���������� ����������

����� ���������� ���������� ����������

8 15350 ���������� ���������� ����������

����� ���������� ���������� ����������

304S 8 15450 ���������� ���������� ����������

����� ���������� ���������� ����������

10 15480 ���������� ���������� ����������

����� ���������� ���������� ����������

����� ���������� ���������� ����������

404S �� ����� ���������� ���������� ����������

����� ���������� ���������� ����������

����� ���������� ���������� ����������

14 ����� ���������� ���������� ����������

����� ���������� ���������� ����������

Complete kit
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In the basic kit of Furlex, stanchion 
blocks, pre feeder, halyard lead and  
Torx bits have been excluded.

A stainless steel cover is available as an 
option. Art. No. 549-228-10 (204S),  
549-328-10 (304S) and 549-428-10 
(404S).

Furlex  Forestay  
dia.  

Ø mm

Max.  
forestay  
length,  

mm

Basic kit including...

Sta-lok terminal 
(Standard)

Art. nr.  

Sta-lok terminal
& rigging screw 

Art. No. 

Stud terminal 
for swaging 

Art. No. 

104S 4 8100 ����������� ����������� �����������

10500 ����������� ����������� �����������

5 8100 ����������� ����������� �����������

10500 ����������� ����������� �����������

����� ����������� ����������� �����������

� 10500 ����������� ����������� �����������

����� ����������� ����������� �����������

���4 � 10550 ����������� ����������� �����������

����� ����������� ����������� �����������

15350 ����������� ����������� �����������

� ����� ����������� ����������� �����������

15350 ����������� ����������� �����������

����� ����������� ����������� �����������

8 15350 ����������� ����������� �����������

����� ����������� ����������� �����������

304S 8 15450 ����������� ����������� �����������

����� ����������� ����������� �����������

10 15480 ����������� ����������� �����������

����� ����������� ����������� �����������

����� ����������� ����������� �����������

404S �� ����� ����������� ����������� �����������

����� ����������� ����������� �����������

����� ����������� ����������� �����������

14 ����� ����������� ����������� �����������

����� ����������� ����������� �����������

Basic kit
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1x19 wire

        

Compact wire 

             

Solid Rod

F

DW

DD

E

DH

$#

DLG

WLG

ID
%�

8�

19-strand wire

Compact wire (Dyform®)

Rod

Furlex standard toggle.

M
ax. sailspace FL

-(E+F)

Forestay length, FL
Furlex Forestay 

dia. mm
DH
mm

DW
mm

DD
mm

CB
mm

E
mm

F
mm

ID
mm

W2
mm

D2
Clevis  

pin

Forestay 
adjustment 

dia., mm

104S 4 85 �� 155 �� ��� 410 �� 8.5 8 ��

5 90 �� 155 �� ��� 410 19 11 10 ��

� 100 �� 155 �� ��� ��� �� 11 10 ��

���4 � 115 90 185 �� ��� ��� �� 11 10 ��

� 115 90 185 �� ��� ��� �� ���� �� ��

8 115 90 185 �� ��� ��� 31 15.5 14 ��

304S 8 ��� 105 ��� �� 310 430 31 15.5 14 80

10 ��� 105 ��� �� 315 530 34 �� �� 80

404S �� ��� 135 ��� 80 390 ��� 40 �� 19 100

14 188 135 ��� 80 410 ��� 50 �� �� 100

Furlex  Internal diameter of luff 
groove (DLG), Ø mm

Width of luff groove 
(WLG), mm

104S ��� ����

���4 ��� 3.0

304S ��� 3.0

404S 8.0 3.0

#VTIJOHT�GPS�/BWUFD�#4*�BOE�0:4�SPET�BSF�BWBJMBCMF�GSPN�4FMEÏO��4FF�QBHF�����
'VSMFY�JT�BWBJMBCMF�XJUI�DPNQBDU�XJSF��+VTU�BEE�w$w�UP�UIF�BSUJDMF�OVNCFS�GPS�FYBNQMF� 
����������$�

Furlex Forestay 
dia. mm

Rod dia. 
mm

Max righting moment  
(kNm) at 30º heel

Approx.  
displacement, tonnes

Mastheadrigg Partialrigg Mastheadrigg Partialrigg

104S 4 - ��� 8 1.4 ���

5 - 10 14.5 ��� 3

� - �� �� 3.5 4

���4 � ���	���
 19 �� 3.9 4.5

� ����	���
 �� 34 5.5 �

8 ����	���
 �� 45 ��� 9

����	���


304S 8 ����	���
 40 50 8 10

����	���


10 ����	���
 �� 80 14 15

����	���


404S �� -30 (11.1) ��� ��� �� ��

14 ����	����
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Toggles

* If the boat is fitted with a bow anchor, it may be necessary to permanently raise the lower bearing assembly for anchor clearance. A selection of extension links 
are available. If the lower bearing assembly is raised by means of an extension link, a Furlex fork/fork toggle, should be fitted between the link and the forestay 
attachment. This in order to secure proper articulation in all directions.

$BO�CF�VTFE�UP�MFOHUIFO�B�
Furlex system. Fit it underneath 
the standard fork/fork toggle or 
at the top end of the Furlex wire.

Needed to connect the Furlex  
to a Seldén backing plate for  
T-terminals.

Needed when fitting Furlex to 
some masts of other origin than 
Seldén.

Eye/fork toggle Forestay 
dia., mm

Art. No. Length H 
mm

Ø Clevis pin 
D2 mm

Fork width  
W2 mm

Ø Eye 
D1 mm

For rigging 
screw diam

3 ���������� ���� ���� � ��� 1/4"
3, 4 ���������� ����  8 8   8 �����

5 ����������   33  9.5 10 10 3/8"
� ����������   39 11 �� �� �����
� ����������   43.5 13 14 14 ����
8 ����������   49.5 15.8 �� �� 5/8"

10 ���������� ���� 15.8 �� �� 3/4"
���������� ���� 19 �� �� 3/4"

�� ����������   95 19 �� �� ����
����������   91 19 �� ���� ����

14 ����������   95 �� �� �� ����
����������   91 �� �� �� ����

�� ���������� ����� �� �� �� .��

Standard Furlex 
fork/fork toggle

Forestay 
dia., mm

Art. No. Length H 
mm

Ø Clevis pin 
D1 mm

Ø Clevis pin 
D2 mm

Fork width 
W1 mm

Fork width 
W2 mm

4 ���������� �� 8 8 ����  8.5
5 ���������� 30 10 10 10 11
� ���������� 40 �� 10 11 11
� ���������� 40 �� �� 11 ����
8 ���������� 50 14 14 14 ����

10 ���������� 55 �� �� 14 ��
�� ���������� �� 19 19 ���� ��
14 ���������� 80 �� �� ���� ��
�� ���������� 85 �� �� �� ��

T/fork toggle Forestay 
dia., mm

Art. No. Length H 
mm

Ø Clevis pin 
D2 mm

Fork width 
W2 mm

4 ���������� ��  8 8
5 ���������� 80  9.5 10
� ���������� 93 11 ��
� ���������� 100 13 14
8 ���������� ��� 15.8 ��

Stemball/eye toggle 
with fork/fork toggle

Forestay 
dia., mm

Art. No. Length H 
mm

Ø Clevis pin 
D2 mm

Fork width 
W2 mm

Height HB 
mm

Radius R 
mm

Ø Stemball 
D1 mm           

5 ���������� 138 10 11 8.5 10 ��
� ���������� ��� 10 11 8 10 ��
� ���������� ��� �� ���� 9 15 34
� ���������� 153 �� ���� 11 13 ��
8 ���������� ��� 14 15.5 9 15 34

10 ���������� ��� �� �� 9 15 34
�� ���������� ��� 19 �� 8.5 15 34

Eye/fork extension link* Forestay 
dia., mm

Art. No. Length H 
mm

Ø Clevis pin 
D1 mm

Fork width 
W1 mm

Ø Eye 
D2 mm

Gauge 
W2 mm

� ���������� 90 �� 11 �� �
� ���������� 90 �� 11 �� �
8 ���������� 130 �� 14 ���� 10

10 ���������� 130 �� 14 ���� 10
�� ���������� 190 19 ���� �� ��
14 ���������� 190 �� ���� ���� ��
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Furlex 204S-404S 
with rod forestay

#VTI�QBDLT�GPS�/BWUFD�#4*�BOE�0:4�SPET�BSF�BWBJMBCMF�
GSPN�4FMEÏO��:PVS�SPE�SJH�NBOVGBDUVSFS�XJMM�TVQQMZ�UIF�SPE�
forestay and upper terminal parts, slide on rod bushing 
and hole screw, and form your rod heads. In some cases, 
the rod rig manufacturer also needs to slide on the join 
sleeves before forming the rod heads.

#VTI�QBDLT�JODMVEF�B�CVTIJOH�BOE�B�IPMF�TDSFX��"MXBZT�
needed for rod installation.

Join sleeve kits are only needed for some combinations.

  
Hole screw

Rod bushing

Bush packs and join sleeve kits

Rod Diameter 
mm

Type of 
Furlex

Bush pack Join sleeve kit

Navtec -8 ��� ���4 ���������� -

Navtec -10 ��� ���4 ���������� -

/BWUFD���� ��� ���4����4 ���������� -

/BWUFD���� 8.4 304S ���������� -

/BWUFD���� 9.5 304S ���������� -

Navtec -30 11.1 404S ���������� 549-434-01

Navtec -40 ���� 404S ���������� 549-434-01

0:4�3�� ��� ���4 ���������� -

0:4�3��� ��� ���4 ���������� -

0:4�3��� ��� ���4 ���������� ����������

304S ���������� 549-334-01

0:4�3��� 8.4 304S ���������� 549-334-01

0:4�3��� 9.5 304S ���������� 549-334-01

0:4�3��� 11.1 404S ���������� 549-434-01

0:4�3��� ���� 404S ���������� 549-434-01

#4*��� ��� ���4 ���������� -

#4*���� ��� ���4 ���������� -

#4*���� ��� ���4����4 ���������� -

#4*���� ��� ���4����4 ���������� -

#4*���� 8.4 304S ���������� -

#4*���� 9.5 304S ���������� 549-334-01

#4*���� 11.1 404S ���������� 549-434-01

#4*���� ���� 404S ���������� 549-434-01

All Furlex systems include slotted distance tubes to be snapped on to the 
headed rod.

For more information on installations of Furlex for rod forestay, see instruction 
PG�BTTFNCMZ�"SU��/P����������&�XXX��TFMEFONBTU�DPN��
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